Vertical—-Type
CITY OF I—ODI Curb, Gutter, Sidewalk

PUBLIC WORKS DEPARTMENT and Residential Drivewoy

( For Retrofit \

Cut AC
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| ] IR 4" Standard Sidewalk
6" L+ 5 8” 90% R.C. Concrete
1 4 Subgrade Compaction

Score line
Top and face of curb
Pour as Monolithic Section

Curb, Gutter, & Sidewalk Section

For Retrofit
Cut AC 10 1, Driveway Grade 1:12 Standard Slope
147 min, 2273 773 5

B 4" Residential Driveway

8" 90% R.C. Concrete
Subgrade Compaction

Bench Mark monuments
will be furnished by the
City of Lodi but shall be
installed by the contractor
as directed by the City.

Residential Driveway Section

Weakened plane joints

See Note 1
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Score lines at 5.5 Plan 4 Driveway 4
Ramp Typical Details Transition NO score lines T 4ngition
Std. Plan 132A, B, & C If joint is greater than
1/4” wide it shall be
Notes: filled with petrolastic
1. Construct weakened plane joints at 11" and at material.
centerline of driveway. ‘«1/8”
2.  Use impervious membrane cure. Broom finish. ‘ —
5. Class B concrete per Section 90 of Std. Spec., 1”j <,v v$
1—1/2" max. aggregate. I
4. Construct expansion material at 200" max. Detail

Weakened Plane Joint

5. All exposed edges shall be rounded to 1/2” radius.
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